Smart Thermostat for Electric Heating

TH1123WF

- Electric baseboards
- Fan-forced convectors (long cycle)
- Convectors (short cycle)
- Radiant ceiling heating
FEATURES

- Backlit display
- Detects the connected load
- Lockable buttons
- Personalization of the minimum and maximum temperatures available for thermostat control
- Indoor, outdoor, and setpoint temperatures featured on the thermostat display
- Temperature displayed in °C or °F

COMMUNICATION

Protocol: Wi-Fi
Standard: IEEE 802.11 b/g/n
Frequency: 2.4 GHz

CERTIFICATION

STANDARDS

Conforms to CSA-C828-13

TECHNICAL SPECIFICATIONS

Operating voltage: 120/208/240 Vac, 60 Hz
Bilateral triode switch (triac)

Maximum load (resistive load only):

<table>
<thead>
<tr>
<th></th>
<th>TH1123WF</th>
<th>TH1124WF</th>
</tr>
</thead>
<tbody>
<tr>
<td>Min.</td>
<td>2 A / 500 W @ 240 Vac</td>
<td>Min. 2 A / 500 W @ 240 Vac</td>
</tr>
<tr>
<td>Max.</td>
<td>12.5 A / 3000 W @ 240 Vac</td>
<td>Max. 16.7 A / 4000 W @ 240 Vac</td>
</tr>
</tbody>
</table>

Setpoint range: 5 °C to 30 °C (41 °F to 86 °F)
Display range: 0 °C to 50 °C (32 °F to 99 °F)
Storage: -20 °C to 50 °C [-4 °F to 122 °F]
Operation: 0 °C to 50 °C [32 °F to 122 °F]
Resolution: ± 0.5 °C (± 1 °F)
3-year warranty

Also available:
Smart Thermostat for Electric Heating (4000 W)
TH1124WF

sinopé
T: 450.741.7700
TF: 1.855.741.7701
sinopetech.com - sales@sinopetech.com
Saint-Jean-sur-Richelieu, Qc, Canada

Amazon, Alexa and all related logos are trademarks of Amazon.com, Inc. or its affiliates.
Google is a trademark of Google LLC.
Apple, Apple Watch, Homekit, iPad, iPad Air, and iPhone are trademarks of Apple Inc., registered in the U.S. and other countries. HomePod is a trademark of Apple Inc.
The Wi-Fi CERTIFIED™ Logo is a certification mark of Wi-Fi Alliance®.